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VECTOR_Y CB CR :  Displays Vector scope and Y/Cb/Cr waveform simultaneously.

  - This item selects the output line of WAVEFORM/VECTOR.
  - This item activates when LINE WAVEFORM feature is selected.
  - Activate Waveform by pressing [W-FORM/VECTOR] button, then use  [UP]/[DOWN] button to 
    select a desired vertical line.
 - Available values are as follows (SDI signal standards):
    * PAL : MIN 17, MAX 522
    * NTSC : MIN 23, MAX 623
    * 720p : MIN 26, MAX 750
    * 1080i : MIN 21, MAX 1123
    * 1080p : MIN 42, MAX 1121

[7] LINE SELECT FUNCTIONS(WAVEFORM/VECTOR)(This function is only available with SDI Input.)  

POSITION CHANGES IF THE VALUE CHANGES IN LINE SELECT OPTION.
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  - This function supports to adjust  the size and arrange a position of displaying screen without 
    overlapping with the screen of Audio Level Meter, Wave Form & VectorScope.

Small
  - WaveForm  :  Vector_YCbCr , Small Size
  - Audio Level Meter : 16CH(Ver.), Small Size
  - Screen : User Aspect,  626 x352 Size  

Large
  - WaveForm  :  Vector_YCbCr , Large Size
  - Audio Level Meter : 16CH(Ver.), Large Size
  - Screen : User Aspect,  500 x 282 Size  

[8] MEASUREMENT LAYOUT PRESET (This function is only available with SDI Input.)  

Other Functions



DVI ANALOG

DVI ANALOG/DIGITAL Support Resolution
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Resolution (Source) Dot Clock
[MHz]

fH (kHz) fV (Hz) Sync (H/V)

640 x 350 70Hz (IBM) 25.175 31.469 70.086 P/N

640 x 480 60Hz (IBM) 25.175 31.469 59.940 N/P

720 x 400 70Hz (IBM) 28.322 31.469 70.087 N/P

640 x 480 67Hz (MAC) 30.240 35.000 66.667 N/N

832 x 624 75Hz (MAC) 57.284 49.726 74.551 N/N

1152 x 870 75Hz (MAC) 100.00 68.681 75.062 N/N

640 x 480 75Hz (VESA) 31.500 37.500 75.000 N/N

640 x 480 72Hz (VESA) 31.500 37.861 72.809 N/N

800 x 600 56Hz (VESA) 36.000 35.156 56.250 N/N

800 x 600 60Hz (VESA) 40.000 37.879 60.317 P/P

800 x 600 75Hz (VESA) 49.500 46.875 75.000 P/P

800 x 600 72Hz (VESA) 50.000 48.077 72.188 P/P

1024 x 768 60Hz (VESA) 65.000 48.363 60.004 N/N

1024 x 768 70Hz (VESA) 75.000 56.476 70.069 N/N

1024 x 768 75Hz (VESA) 78.750 60.023 75.029 P/P

1152 x 864 75Hz (VESA) 108.00 67.500 75.000 P/P

1280 x 1024 60Hz (VESA) 108.00 60.000 60.000 P/P

1280 x 1024 75Hz (VESA) 135.00 79.976 75.025 P/P

Applicable Video Modes 480/60p, 576/50p , 720/50p, 720/60p, 1080/60p



DVI ANALOG/DIGITAL Support Resolution
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DVI DIGITAL

Resolution (Source) Dot Clock
[MHz]

fH (kHz) fV (Hz) Sync (H/V)

640 x 350 70Hz (IBM) 25.175 31.469 70.086 P/N

640 x 480 60Hz (IBM) 25.175 31.469 59.940 N/P

720 x 400 70Hz (IBM) 28.322 31.469 70.087 N/P

640 x 480 67Hz (MAC) 30.240 35.000 66.667 N/N

832 x 624 75Hz (MAC) 57.284 49.726 74.551 N/N

1152 x 870 75Hz (MAC) 100.00 68.681 75.062 N/N

640 x 480 75Hz (VESA) 31.500 37.500 75.000 N/N

640 x 480 72Hz (VESA) 31.500 37.861 72.809 N/N

800 x 600 56Hz (VESA) 36.000 35.156 56.250 N/N

800 x 600 60Hz (VESA) 40.000 37.879 60.317 P/P

800 x 600 75Hz (VESA) 49.500 46.875 75.000 P/P

800 x 600 72Hz (VESA) 50.000 48.077 72.188 P/P

1024 x 768 60Hz (VESA) 65.000 48.363 60.004 N/N

1024 x 768 70Hz (VESA) 75.000 56.476 70.069 N/N

1024 x 768 75Hz (VESA) 78.750 60.023 75.029 P/P

1152 x 864 75Hz (VESA) 108.00 67.500 75.000 P/P

1280 x 1024 60Hz (VESA) 108.00 60.000 60.000 P/P

1280 x 1024 75Hz (VESA) 135.00 79.976 75.025 P/P

Applicable Video Modes 480/60i, 480/60p, 576/50i, 576/50p , 720/50p, 720/60p,
1080/50i, 1080/60i, 1080/24p, 1080/25p, 1080/30p, 1080/50p,
1080/60p



LVM-071W

Product Speci�cation
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Input

1 x DVI-I DVI IN / VGA IN

3 x BNC Analog Input

1 x BNC SDI 1 Channel Input

Output 1 x BNC SDI Channel (Active Through Out)

Input Signal

Analog Composite / S-Video / Component / RGB

HD-SDI 1.485Gbps

SD-SDI 270Mbps

DVI/VGA 640×480 / 800×600 / 1024×768 / 1280×768 / 1280x1024

Analog Input Spec

Composite 1.0Vpp (With Sync)

S-Video 1.0Vpp (Y With Sync), 0.286Vpp(C)

Component 1.0Vpp (Y With Sync), 0.7Vpp (Pb,Pr)

RGB 1.0Vpp (G With Sync), 0.7Vpp (B,R)

SDI Input Signal Formats

SMPTE-274M
1080i (60/59.94/50)

1080p (30/29.97/25/24/24sF/23.98/23.98sF)

SMPTE-296M 720p (60/59.94/50)

SMPTE-260M 1035i (60/59.94)

SMPTE-125M 480i (59.94)

ITU-R BT.656 576i (50)

Audio In
Embedded Audio

Analog Stereo (Phone Jack)

Audio Out
Analog stereo (Phone Jack)

Internal Speaker(Mono)

LCD

Size 7.0"

Resolution 800 x 480 (15:9)

Dot Pitch 0.190 mm

Color 16.7M(true), 24bit

Viewing Angle (Typical)
H : 140degrees

V : 140degrees

Luminance of white 350 cd/㎡(Center)

Contrast 700:1

Display Area 152 x 91 mm

Power 12V DC

Power Consumption (Approx.) 18 Watts(DC)

Operating Temperature -20 °C to 40 °C (-4 °F to 104 °F )

Storage Temperature -30 °C to 50 °C (-22 °F to 122 °F )

Main Body Dimensions (mm/inch) 203 x 131 x 60 (8.39 x 5.16 x 2.36)

Main Body Dimensions (With Stand) 217 x 143 x 69 (8.54 x 5.63 x 2.72)

Weight 1Kg / 2.2 lb

Accessory DC Power Adapter, Camera Mount

Option 19” Rack Mountable Kit (3U) (Dual Monitor)



Product Speci�cation
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LVM-091W

Input

1 x DVI-I DVI IN / VGA IN

3 x BNC Analog Input

2 x BNC SDI 2 Channel Input

Output 1 x BNC SDI Channel (Active Through Out)

Input Signal

Analog Composite / S-Video / Component / RGB

HD-SDI 1.485Gbps

SD-SDI 270Mbps

DVI/VGA 640×480 / 800×600 / 1024×768 / 1280×768 / 1280x1024

Analog Input Spec

Composite 1.0Vpp (With Sync)

S-Video 1.0Vpp (Y With Sync), 0.286Vpp(C)

Component 1.0Vpp (Y With Sync), 0.7Vpp (Pb,Pr)

RGB 1.0Vpp (G With Sync), 0.7Vpp (B,R)

SDI Input Signal Formats

SMPTE-274M
1080i (60/59.94/50)

1080p (30/29.97/25/24/24sF/23.98/23.98sF)

SMPTE-296M 720p (60/59.94/50)

SMPTE-260M 1035i (60/59.94)

SMPTE-125M 480i (59.94)

ITU-R BT.656 576i (50)

Audio In
Embedded Audio

Analog Stereo (Phone Jack)

Audio Out
Analog stereo (Phone Jack)

Internal Speaker(Mono)

LCD

Size 9.0"

Resolution 800 x 480 (15:9)

Dot Pitch 0.246 x 0.246 mm

Color 16.7M(true), 24bit

Viewing Angle (Typical)
H : 170 degrees

V : 170 degrees

Luminance of white 350 cd/㎡(Center)

Contrast 350:1

Display Area 196 x 118 mm

Power 12V DC/24V DC

Power Consumption (Approx.) 24 Watts(DC)/Max 2A

Operating Temperature -20 °C to 40 °C (-4 °F to 104 °F )

Storage Temperature -30 °C to 50 °C (-22 °F to 122 °F )

Main Body Dimensions (mm/inch) 223 x 175 x 83 (8.78 x 6.89 x 3.26)

Main Body Dimensions (With Stand) 260 x 194 x 90 (10.23 x 7.63 x 3.54)

Weight 2.5Kg/5.51lb

Accessory DC Power Adapter, Camera Mount

Option 19” Rack Mountable Kit (3U) (Dual Monitor)



LVM Series Product Lineup

LVM-071W
1. LCD Resolution : 800 x 480 (15:9)
2. Color : 16.7M(true), 24bit
3. Contrast - 300 :1
4. Viewing Angle : H (130) / V (115)
5. Weight : 1Kg (2.2 lb)

LVM-084
1. LCD Resolution : 1024 x 768 (4:3)
2. Color : 16.7M(true), 24bit
3. Contrast - 400 :1
4. Viewing Angle : 170
5. Weight : 2.1Kg (4.63 lb)

LVM-091W
1. LCD Resolution : 800 x 480 (15:9)
2. Color : 16.7M(true), 24bit
3. Contrast - 350 :1
4. Viewing Angle : 170
5. Weight : 2.8Kg (6.17 lb)

LVM-171WP / LVM-172W / LVM-173W
1. LCD Resolution : 1366 x 768 (16:9)
2. Color : 16.7M(true), 24bit
3. Contrast - 900 :1
4. Viewing Angle : 178
5. Weight : 7Kg (15.4 lb)

LVM-241W / LVM-242W / LVM-243W
1. LCD Resolution : 1920 x 1200 (16:10)
2. Color : 16.7M(true), 24bit
3. Contrast - 800 :1
4. Viewing Angle : 178
5. Weight : 11Kg (24.2 lb)
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LVM Series Product Lineup
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LVM-321W
1. LCD Resolution : 1920 x 1080 (16:9)
2. Color : 10 bit(D), 1.068 colors
3. Contrast - 1300 :1
4. Viewing Angle : 178
5. Weight : 21.45Kg (47.3 lb) 

LVM-401W / LVM-403W
1. LCD Resolution : 1920 x 1080 (16:9)
2. Color : 16.7M(true), 24bit
3. Contrast - 1000 :1
4. Viewing Angle : 178
5. Weight : 35Kg (77.2 lb)

LVM-461W / LVM-463W
1. LCD Resolution : 1920 x 1080 (16:9)
2. Color : 16.7M(true), 24bit
3. Contrast - 1000 :1
4. Viewing Angle : 178
5. Weight : 42Kg (92.6 lb)

LVM-571W / LVM-573W
1. LCD Resolution : 1920 x 1080 (16:9)
2. Color : 16.7M(true), 24bit
3. Contrast - 1200 :1
4. Viewing Angle : 178
5. Weight : 57Kg (125.66 lb)



Optional Accessory

46”

Carrying Case 17” 24” 40” 46” 57”

V-Mount 17”7” 9”Tripod Head Hood-&-Handle 9”7”

ND Filter 40”

57”

17” 24” External Filter 7” 9” Rack-Mountable Kit 24”7” 9” 17”

9 inch 17 inch 24 inch7 inch

32”

RACK MOUNT ANY DISPLAY UP TO 24”

17”
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FOR MORE INFORMATION PLEASE VISIT : http://www.tvlogic.co.kr
#914  Namsung Plaza(Ace Techno Tower 9), 345-30  Gasan-dong, Geumcheon-gu, Seoul, 
153-782, KOREA 
Tel : +82-2-2026-1333,  Fax : +82-2-2026-1339,  Email: support@tvlogic.co.krDigital Broadcasting SystemDigital Broadcasting SystemDigital Broadcasting System

Developed by




